
SEPA fines up to 
£40,000
for non-compliant bunds

The Water Environment (Miscellaneous) 
(Scotland) Regulations 2017 is now in 
place and supporting guidance was issued 
in February 2018 (WAT-SG-15) 

• Sites where the storage is for onward 
distribution will no longer be exempt from 
regulation

• Sites will have to comply with ‘General 
Binding Rules’ which regulates oil storage 
facilities, which need suitable containment 
to prevent environmental impact

• Where a site is not immediately compliant 
with GBR 28, the operator will be 
undertaking an unauthorised activity and a 
licence will need to be obtained from SEPA. 

• The license application can take the form 
of:

1. Justification for the current facilities being 
of equivalent environmental protection 
as GBR 28 or

2. An Asset Investment Programme for 
measures to bring the facility up to the 
requirements of GBR 28 or a justified 
equivalent, but in any case should 
be accompanied by an oil Pollution 
Prevention Plan (PPP). 

If you’d like a free and confidential audit of your site to make sure your organisation is compliant 
with the new regulations please get in touch with us on 01698 813 975 

Additionally, we’re offering a 10% discount on any work undertaken before 31/08/2018.

Free Site Audit & Discount



• Oil stored in mobile bowsers must also be bunded.
• Bund base and walls must be impermeable to water 

and oil and checked regularly for leaks.
• Any valve, filter, sight gauge, vent pipe or other 

ancillary equipment must be kept within the bund 
when not in use.

• Above-ground pipe work must be properly supported.
• Below-ground pipe work must be protected from 

physical damage and have adequate leak detection. 
If mechanical joints have to be used, they should be 
readily accessible for inspection.

Adler and Allan | SEPA fines up to £40,000 for non-compliant bunds

Adler & Allan is experienced in providing bund services to a wide range of companies across various 
regulated industries.  Our protective coatings and patented JBAR system are some of the most 
robust in the industry and provide both primary and secondary containment solutions, reducing 
environmental impact in the event of a leak and ensuring you keep on the right side of the law.

How can we help?

So, what are you waiting for?   
Give us a call today and let us help you avoid that £40,000 fine

email: enquiries@adlerandallan.co.uk or call: 01698 813 975
www.adlerandallan.co.uk

New regulations mean that:
• The container must be strong enough to hold the oil 

without leaking or bursting.
• The container must be positioned to avoid damage as far 

as is reasonably practicable.
• A secondary containment system such as a bund or drip 

tray must be provided to catch any oil leaking from the 
container or its ancillary pipe work and equipment.

• The secondary containment system must have sufficient 
capacity to contain at least 110% of the maximum 
contents of the container. If more than one container is 
stored, the bund should be capable of storing at least 
110% of the largest tank or 25% of the total storage 
capacity, whichever is the greater (in the case of drums 
the capability should be at least 25% of total storage 
capacity).


